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1. THE WATERMAINS ARE TO BE uPVC PIPES CONFORMING
TO SABS 966 UNLESS INDICATED OTHERWISE.

THE SIZE AND TYPE OF uPVC PIPE IS INDICATED ON THE
LAYOUT DRAWING OR IN THE LEGEND.

2. ALL INSTALLED COMPONENTS OF THE WATER
RETICULATION SHALL BE INSTALLED IN COMPLIANCE

WITH THE APPROVAL OF RUSTENBURG LOCAL MUNICIPALITY.

3. THE ENGINEER SHALL BE ADVISED IN ADVANCE (AT LEAST
24 HOURS) FOR ALL INSPECTIONS TO OBTAIN APPROVAL OF
INSTALLED COMPONENTS.

4. ALL HOUSE CONNECTIONS SHALL BE HIGH DENSITY
POLYETHYLENE (HDPE) TYPE IV 'CLASS 16' PIPES, CONFORMING
TO SABS 533 PART Il OF 1982.

5. THE WATER METER WILL BE POSITIONED AT 300mm FROM
THE ERF BOUNDARY ON THE OUTSIDE OF THE ERF.

6. JOINING OF HDPE PIPES SHALL BE WITH APPROVED
COMPRESSION FITTINGS, ie. 'PLASSON' OR SIMILAR APPROVED.
7. THE NEW WATER MAINS SHALL BE INSTALLED SO THAT
THE MINIMUM COVER OVER THE PIPE IS NOT LESS THAN
1000mm, EITHER FROM FINAL ROAD LEVEL IN A CUT
SITUATION OR FROM NATURAL GROUND LEVEL IN A FILL
SITUATION ie. AT TOE POINT AFTER THE ROAD HAS BEEN
CONSTRUCTED.

8. THE WATER PIPES ARE TO BE INSTALLED 1,5m FROM THE
ERF BOUNDARY LINE OR AS INDICATED.

9. ALL VALVES INDICATED WILL BE : CAST IRON GATE VALVES
'CLASS 16'- SOCKET ENDED, LEFT HAND CLOSING WITH NON
RISING SPINDLE, AND CAP TOP, ALL CONFORMING TO

SABS 966.

10. EXCAVATION, BACKFILLING, BEDDING AND BLANKET OF
PIPES WILL CONFORM TO THE RELEVANT SECTIONS OF
SABS 1200.

5mm dia HDPE CONNECTION
OR-SEWER PUMP STATION

110mm diameter uPYC WATER PIPE CONNECTED TO THE CONCRETE:
STORM WATER PIPE WITH A CAST IRON GATE VALVE TO SUIT.
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